AMC AND uTCA
FRONT PANEL ASSEMBLIES WITH RETENTION FLANGE

SPECIFICATIONS
Front Panel - Aluminum extrusion or sheet metal with retention flanges
Finish - Chromate with optional overlay
M3 Captive Screws - Stainless steel and zinc chromate over steel
Dual Light Pipe - Polycarbonate
EMI Gasket - Fabric over foam
Overlay - 0.25mm velvet matte polycarbonate

FEATURES AND BENEFITS
• Increased locking security for use in robust applications - includes high shock and vibration environments
• Snag-resistant gasket curb enhances EMI integrity
• 1.0mm thick face for robust connector retention and grounding
• Custom cutouts included or board I/O

CONFIGURATIONS
Compact, Mid-Size, Full-Size
Single and Double width
Air baffle available

CONTACT INFORMATION
www.atrenne.com
sales@atrenne.com
508.588.6110 or 800.926.8722

The information in this document is subject to change without notice and should not be construed as a commitment by Atrenne Integrated Solutions. While reasonable precautions have been taken, Atrenne Integrated Solutions assumes no responsibility for any errors that may appear in this document. All products shown or mentioned are trademarks or registered trademarks of their respective owners.

© 2016 Atrenne Integrated Solutions • All Rights Reserved. AIS-DS-AMC-uTCA-Flanged-610713B